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SENSOR DETAILS
- ERT SENSOR DEPTHS - 520', 595', 670", 745",
820, 895', 970", 1045', 1120, 1195
- EC SENSOR DEPTHS - 389', 409', 430', 450°
- ACD SENSOR DEPTHS - 273, 276"
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MOBINI, GITA

1,201 FEET

SCHEDULE 80 PVC SCREEN (5.56-INCH O.D,,

4.77-INCH |.D. WITH 0.020-INCH WIDE SLOTS)

LOW FLOW PUMP DISCHARGE TUBING

LOW FLOW PUMP AIR LINE

NO. 8 -12 SILICA SAND FILTER PACK

= ——— STAINLESS STEEL CASING CENTRALIZERS EVERY 40

LOW FLOW PUMP

FEET

1,224FEET

NOTES

1. WELL REGISTRATION NO.: 55-227231

2. CADASTRAL LOCATION: D (4-9) 28 CAC

3. MEASURING POINT ELEVATION: 1479.36' AMSL
4. 1.D. = INSIDE DIAMETER

5. O.D.= QUTSIDE DIAMETER

6. PVC = POLYVINYL CHLORIDE

7. FRP = FIBERGLASS REINFORCED PLASTIC

8. ACD = ANNULAR CONDUCTIVITY DEVICE

9. EC = ELECTRICAL CONDUCTIVITY

10.ERT = ELECTRICAL RESISTIVITY TOMOGRAHY

PVC ENDCAP
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